
BH-MT-PTFE-UTW 
Medical grade PTFE ultra thin wall heat shrink tubing 
Features/Applications:  
BH-MT-PTFE-UTW medical-grade ultra-thin-wall PTFE heat-shrink tubing is made  
of polytetrafluoroethylene (PTFE) and features an ultra-thin-wall design, adding  
virtually no bulk to the device’s profile after heat shrinkage; it offers an extremely  
low coefficient of friction, excellent resistance to corrosion by pharmaceutical  
solutions, and resistance to high temperatures, and good electrical insulation.  
It is widely used for coating, insulation, and smoothing modifications in precision  
minimally invasive devices such as microcatheters, balloon delivery systems,  
interventional guidewire sheaths, electrosurgical ablation electrodes, and  
endoscopic control wires. 
Ø  Shrink Ratio: Non shrink and 1.7:1 
Ø  Operating temperature: -65℃～260℃ 
Ø  Minimum fully recovery temperature: 350℃ 
Ø  ISO 10993, USP Class VI compliant 
Ø  Compatibility with high pressure, ETO, steam and dry heat sterilization 
Ø  Color: Translucent 
 
 

 
 

Property Specification Requirement Test Method Typical Value 
Tensile strength ≥17.3MPa ASTM D2671 ≥22MPa 

Elongation at break ≥200% ASTM D2671 ≥300% 

Heat shock No cracking 
ASTM D2671 
(400˚C/4 hrs) 

No cracking 

Low temperature flexibility No cracking 
ASTM D2671 
(-65˚C/4 hrs) 

No cracking 

Volume resistivity ≥1015Ω‧    cm ASTM D2671 ≥1015Ω‧    cm 

Dielectric strength ≥34kV/mm ASTM D2671 34 kV/mm 
Copper corrosion No corrosion ASTM D2671 No corrosion 

  

Model # 
Min. ID Fully recovered ID(Max.) Fully recovered WT(Nor.) 

In. mm In. mm In. mm 

BH-MT-PTFE-1.7X-UTW-26 0.046 1.17 0.022 0.56 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-24 0.050 1.27 0.027 0.69 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-22 0.055 1.40 0.032 0.82 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-20 0.060 1.52 0.039 0.99 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-18 0.076 1.94 0.049 1.25 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-16 0.093 2.36 0.061 1.54 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-14 0.120 3.00 0.072 1.83 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-12 0.150 3.80 0.089 2.26 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-10 0.191 4.85 0.112 2.85 0.002 0.051 

BH-MT-PTFE-1.7X-UTW-8 0.240 6.10  0.141 3.58 0.0025 0.064 

Customized specifications are available on request. The tolerance of most specifications can be controlled within ± 
0.025mm [0.001in] 

 

 
 
 
                     

    

MEDCIAL HEAT SHRINK TUBING                        FLYPOWER 

 
 

 

Product Dimensions (mm) 

Technical Data 


