
 
BH-MT-SR200 
Medical grade silicone rubber heat shrink tubing 
Features/Applications: 
BH-MT-SR200 silicone rubber tubing is made of silicone rubber and polymer elastomer  
modified by radiation can be used at high temperature for a long time, acid and 
alkali resistance, solvent resistance, resistance to external mechanical damage.  
It is often designed for insulation protection of various medical device products.  
Ø  Shrink Ratio: Approx. 1.7:1 
Ø  Operating temperature: -55℃～200℃  
Ø  Minimum shrink temperature: 90℃ 
Ø  Fully recovery temperature: 170°C 
Ø  ISO 10993, USP Class VI compliant 
Ø  Compatibility with high-pressure, ethylene oxide (EtO), steam and low-dose gamma sterilization. 
Ø  Color : Black, translucent milky white (natural color), other color is available on request 
 
 

Property Typical Data 
Density 25℃ 1.2 
Rigidity JIS-A 70 
Tensile strength 6.9Mpa(70Kgf/cm) 
Elongation at break 400% 
Tensile strength at break JIS-A 25Kgf/Cm 
Volume resistance 2*1214  Ω.cm 
Breakdown Voltage (1mm) 25KV 
Dielectric constant (*)50Hz 3.2 
Flame Retardancy UL-224 VW-1 
Radiation resistance – 106MGy Pass 
Chemical resistance Not strong acid or alkali resistance 
Aging 200oC- 4hours, 180oC-168 hours. Pass 

 

 

Size 
As supplied(mm) Fully Recovered(mm) Standard Package 

ID Thin Type Thick Type ID Thin Type Thick Type Meter/Spool  
φ1.0 1.0 0.5±0.1 0.80±0.1 0.6 0.7±0.1 1.1±0.1 200 
φ1.5 1.5 0.5±0.1 0.80±0.1 0.8 0.7±0.1 1.1±0.1 200 
φ2.0 2.0 0.5±0.1 0.80±0.1 1.2 0.7±0.1 1.1±0.1 200 
φ2.5 2.5 0.5±0.1 0.80±0.1 1.5 0.7±0.1 1.1±0.1 200 
φ3.0 3.0 0.5±0.1 0.80±0.1 1.8 0.7±0.1 1.1±0.1 200 
φ3.5 3.5 0.5±0.1 0.80±0.1 2.0 0.7±0.1 1.1±0.1 100 
φ4.0 4.0 0.5±0.1 0.80±0.1 2.5 0.7±0.1 1.1±0.1 100 
φ4.5 4.5 0.5±0.1 0.80±0.1 2.8 0.7±0.1 1.1±0.1 100 
φ5.0 5.0 0.5±0.1 0.80±0.1 3.0 0.7±0.1 1.1±0.1 100 
φ6.0 6.0 0.5±0.1 0.80±0.1 3.8 0.7±0.1 1.1±0.1 100 
φ7.0 7.0 0.5±0.1 0.80±0.1 4.0 0.7±0.1 1.1±0.1 100 
φ8.0 8.0 0.5±0.1 0.80±0.1 4.8 0.7±0.1 1.1±0.1 100 
φ9.0 9.0 0.5±0.1 0.80±0.1 5.0 0.7±0.1 1.1±0.1 100 
φ10.0 10.0 1.0±0.1 1.50±0.1 6.5 1.7±0.1 2.5±0.1 100 
φ12 12.0 1.0±0.1 1.50±0.1 7.0 1.7±0.1 2.5±0.1 100 

*Other sizes are available on request. 
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